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|Important Safety Information

Environmental influences

Never point the lens of the device directly at intense heat sources such as the sun or laser equip-
ment. The objective lens and eyepiece can function as a burning glass and damage the interior
components.

Risk of swallowing
Do not place this device in the hands of small children. Incorrect handling can cause small parts to
come loose which may be swallowed.

Safety instructions for use

- Handle the device with care: rough handling may damage the battery.

- Do not expose the device to fire or high temperatures.

- Install the batteries correctly according to the instruction on the device. Reverse connection is
prohibited.

- The battery capacity decreases when operated in a cold ambient temperature. This is not a fault
and occurs for technical reasons.

- Always store the device in a dry, well-ventilated space. For prolonged storage, remove the batteries.

- The recommended temperature for using this product is -20°C to +50°C. Otherwise, it will affect
the service life of the product.

- Do not store the device for long periods at temperatures below 20°C or above 50°C, or this will
permanently reduce the capacity

of the battery.

- If the device has been damaged or the battery is defective, send the device to our after-sales
service for repair.

EU Compliance Statement

Wireless transmitter module frequency range:

WLAN: 2.412-2.472GHz (For EU)

Wireless transmitter module power < 20dBm (only for EU)



We, Inlumen Technologies Co., Ltd. hereby declares that the radio equipment types
€ MATE are in compliance with the Directives 2014/53/EU and 2011/65/EU.
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Disposal of batteries
2023/1542 (Battery Regulation): This product contains a battery that cannot be
disposed of as unsorted municipal waste in the European Union. For battery details,
refer to the documentation of the specific product. The battery is marked with this
symbol, which may include Cd (indicating cadmium), Pb (indicating lead), or Hg (indi-

cating mercury). For proper recycling, please return the battery to your supplier or send it to a desig-
nated collection point. For more information, visit www.recyclethis.info.

User information on the disposal of electrical and electronic devices (private households)
2012/19/EU (WEEE directive): Products marked with this symbol cannot be disposed
of as unsorted municipal waste in the European Union. For proper recycling, return this
product to your local supplier upon the purchase of equivalent new equipment, or
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dispose of it at designated collection points. For more information see: www.recycle-
this.info.

For business customers within the European Union
Please contact your dealer or supplier regarding the disposal of electrical and electronic devices.
He will provide you with further information.

Information on disposal in other countries outside of the European Union
This symbol is only applicable in the European Union. Please contact your local authority or dealer if
you wish to dispose of this product and ask for a disposal option.

Intended use

The device is intended for displaying heat signatures during nature observation, remote hunting
observations and for civil use. This device is not a toy for children.

Use the device only as described in this operating manual. The manufacturer and the dealer accept
no liability for damages which arise due to non-intended or incorrect use.



Function test
Before use, please ensure that your device has no visible damage.Test to see if the device displays
a clear, undisturbed image.Check that the settings for the digital night vision scope are correct.

ILaser Warning

CLASS 1 CONSUMER LASER PRODUCT
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|Battery Install




| Button Descriptions
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|Short Menu
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| Laser Rangefinder

Set Continuous LRF to ON or OFF in Laser Rangefinder option

When Continuous LRF is on
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When Continuous LRF is off
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| Zeroing
Install MATE on the day scope.

Set the zeroing profile to 1,2,3,4,5,6,7 or 8 in "Zeroing" option.
(You can also customize the profile name through the NOCPIX APP, such as
.308win)

Set a suitable target and take one good shot at the target.

If the POl does not match the reticle of day scope, select the Image Freeze icon,
short press the Menu button to freeze the image.
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Calibrate the position of the image:

a.Short press the Menu button to select X or Y direction.
b.Short or long press the Up/Down button to move the image.

c.When the POl matches the reticle of day scope, long press the Menu button to save
the position and exit the zeroing interface.

Shoot again to check POI matches the reticle of day scope or not.
If not, do the zeroing again.
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| Ballistic calculation

Set the profile to 1,2,3,4,5,6,7 or 8 in "Zeroing" option.

Set the Ballistic Calculation to ON.
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Set the unit to MOA or mil, cm or inch.
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Set the BC Image Calibration as ON or OFF.

When BC Image Calibration is ON, the MATE will automatically calibrate the position
of the image base on the Ballistic Calculation.
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Set the BC parameters.

@ BC Parameters can also be adjusted through the NOCPIX APP.

"luBullet’
Ballistic Profile: G1
Bullet Weight: 50 gr

Muzzle Velocity: 3116 ft/s

O Riflescope.

Riflescope’s Height: 1.96 inch
Spindrift

Barrel Twist: 12.00inch
Twist Driction: Left

‘F& Outdoor weather conditions

Temperature: 77.0°F
Altitude: 1700 ft
Relative Humidity:  50%
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Pre-set BC distance

Ref. Line

Due to laws and regulations, the live view will be suspended when enabling the Ref.
Line, and you can see it in the video recordings.
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Ref. Line Color

Ref. Line Calibration

Delete the current profile

ENGLISH [IE



Enter the password for " MATE _XXXXXX "

Cancel Enter Password

# Download on the
@& App Store
12345678
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' Google Play
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Firmware
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|Specifications

Model MATE H50R MATE H38R
Resolution, Pixels 640512
12um

NETD, mK <15
Frame Rate, Hz 60
Objective Lens, mm 50/F1.0 38/F1.0
Field of View (HxV), 8.6x6.6 11.6x8.7
°/m at 100m 15x11.5 20.5x15.4
ger St 1 e l1)-55%) 2600 1950
Display AMOLED

1920x1080
Battery Type Replaceable 18650 battery
Max. operation time, (t=22°C) h 4.5 4
Memory capacity, GB 64
IP rating IP67
Operating temperature, °C -20 ~ +50
LREm 1200+1
\(/\\//v?tlgrgégtery) 467 457
Dimension, mm 120x92x76 115%x85x76
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| Get More Information

Website: User manual
WWW.NOCPIiX.com

Facebook Instagram YouTube
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| Laser-Entfernungsmesser

Stellen Sie ,Kontinuierlicher LRF" in der Option ,Laser-Entfernungsmesser” auf EIN
oder AUS

Wenn die Funktion ,Kontinuierlicher LRF“ aktiviert ist
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Wenn ,Kontinuierlicher LRF" deaktiviert ist
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| EinschieBen

Montieren Sie MATE auf Tageszielfernrohr.

Stellen Sie das EinschieRprofil auf 1, 2, 3, 4, 5, 6, 7 oder 8 in der Option ,Einschieen
“ ein. (Sie konnen den Profilnamen auch iiber die NOCPIX-App anpassen, z. B.
308win)

Wabhlen Sie ein geeignetes Ziel und geben Sie einen prazisen Schuss ab.

Falls der POI nicht mit dem Absehen des Tageszielfernrohrs iibereinstimmt, wahlen
Sie das Symbol ,Bild einfrieren “ und driicken Sie kurz die Meniitaste, um das Bild
einzufrieren.
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Kalibrieren Sie die Bildposition:

a.Driicken Sie kurz die Meniitaste, um die X- oder Y-Richtung auszuwahlen.
b.Driicken Sie kurz oder lang die Auf-/Abwarts-Taste, um das Bild zu verschieben.

c.Wenn der POI mit dem Absehen des Tageszielfernrohrs tbereinstimmt, driicken Sie
lange auf die Menitaste, um die Position zu speichern und die Oberflache fir
Einschiellen zu verlassen.

SchieBen Sie nochmals, um zu priifen, ob der POl mit dem Absehen des
Tageszielfernrohrs iibereinstimmt oder nicht.
Falls nicht, fiihren Sie das EinschieBen erneut durch.
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| Ballistische Berechnung

Stellen Sie das Profil auf 1, 2, 3, 4, 5, 6, 7 oder 8 in der Option ,Einschiefen” ein.

Stellen Sie die ballistische Berechnung auf EIN.

+ el ki .'.rl:.'hr-.'
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Wabhlen Sie MOA oder mil, cm oder Zoll als BC-Einheit.
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Stellen Sie die BC-Bildkalibrierung auf EIN oder AUS.
Wenn die BC-Bildkalibrierung aktiviert ist, kalibriert die MATE automatisch die Bild-
position anhand der ballistischen Berechnung.
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Stellen Sie die BC-Parameter ein.

@ Die BC-Parameter lassen sich auch in der NOCPIX-App anpassen.

fuBullet
Ballistic Profile: G1
Bullet Weight: 50 gr

Muzzle Velocity: 3116 ft/s

) Riflescope

Riflescope’s Height: 1.96 inch
Spindrift

Barrel Twist: 12.00inch
Twist Driction: Left

"§ Outdoor weather conditions

Temperature: 77.0°F
Altitude: 1700 ft
Relative Humidity:  50%
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Vordefinierte BC-Entfernung

Ref. Line

Gemal gesetzlichen Vorschriften wird die Live-Ansicht ausgesetzt, sobald Ref. Line
aktiviert ist. Ref. Line ist im aufgezeichneten Video sichtbar.

DEUTSCH



Ref. Line Farbe

Ref. Line Kalibrierung

Loschen Sie das aktuelle Profil

M DEUTSCH



2 Download on the

[ S App Store

GETITON
' Google Play

Cancel
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Enter the password for " MATE _XXXXXX "

Enter Password
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|Spezifikationen

Modell MATE H50R MATE H38R
L ) 640x512

Auflosung, Pixel 12um

NETD, mK <15
Bildfrequenz, Hz 60
Objektivlinse, mm 50/F1.0 38/F1.0
Sichtfeld (HxV), °/m 8.6x6.6 11.6x8.7
bei 700m 15x11.5 20.5x15.4
Detektionsreichweite,
m (Zielgrofe: 1,7m x 2600 1950
0,5m, P(n) = 99%)
Displ AMOLED

ISpiay 1920x1080
Akku Austauschbarer 18650-Akku
Max. Betriebszeit (22°C), h* 45 4
Speicherkapazitat 64
IP-Schutzklasse P67
Betriebstemperatur, °C -20 ~ +50
LRF, m 120041
Gewicht, g
(mit Batterie) 467 457
Abmessungen, mm 120x92x76 115x85%x76
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| Weitere Informationen

Website: Benutzerhandbuch
WWW.NOCPIX.COM

Facebook Instagram YouTube
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